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L FURNISH AND PLACE TOPSOIL, 18
AGGREGATE PROPOSED ORCHARD ROAD
SHOULDERS,
TYPE B STA. 172+46.44 TO 179+02.72
* SB - 6.24 MEDIAN
STA. 17547151 TO 178+38.79
EXIST. ¢ PROPOSED ¢ EXISTING EXIST.
R.OW. ORCHARD ORCHARD R.O.W.
ROAD ’ ROAD
| _VARIES | VARIES }
| 807-907 55'-110"
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] LEGEND
\ ‘ 1 (1) EXISTING SUB-BASE GRANULAR MATERIAL
12 RT LANE,  VARIES o 18 | o4 VARIES 10’ | L2’ (2) EXISTING POZZOLANIC BASE, 8l
STA 179+47 | 0/ 10 12 l 770 257 | (3) EXISTING BITUMINOUS OVERLAY, DEPTH VARIES 57 TO 7”
TO 184+04 VAR. | vaR, b 3 :
10 o 6 10 {4) EXISTING AGGREGATE SHOULDER, &
A LT TURNf 18+ (5) PORTLAND CEMENT CONCRETE PAVEMENT 107 (JOINTED)-(STD 420106)
PGl Lp.C.L. (6) SUB-BASE GRANULAR MATERIAL, TYPE B, 12”
(7) BITUMINOUS CONCRETE SURFACE COURSE, SUPERPAVE, MIX C, NSO, 2"
. U 2y, 1.5% (8) SUB-BASE GRANULAR MATERIAL. TYPE B, 8"
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— Y e (10) FURNISHING & PLACING TOPSOIL, 6”
(11) BITUMINOUS SHOULDER, SUPERPAVE, 6"
53 @ @ (12) POLYMERIZED BITUMINOUS CONCRETE SURFACE COURSE, SUPERPAVE, MIX F, N9O, 2
P = : & 13) POLYMERIZED LEVELING BINDER (MACHINE METHOD), SUPERPAVE, IL-4.75, NSO, %"
23(6) =
T 8 - 6.24 MEDIAN (14) POLYMERIZED BITUMINOUS CONCRETE BINDER COURSE, SUPERPAVE, IL-19, N30, 2!/
STA. 179+59.53 TO STA. 182+72.74 (15) BITUMINOUS BASE COURSE, SUPERPAVE, 9"
PROPOSED ORCHARD ROAD AGGREGATE (i6) BITUMINOUS CONCRETE SURFACE COURSE, SUPERPAVE, MIX D, N70, tl/5"
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STA. 173+02.72 TO 182+21.38 (18) BITUMINOUS BASE COURSE WIDENING, SUPERPAVE, 8"
EXISTING BITUMINOUS PAVEMENT, THICKNESS AS NOTED
20) STRIP REFLECTIVE CRACK CONTROL
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| VARIES ] VARIES | @3 SAWED LONGITUDINAL JOINT WITH EPOXY COATED #6x30” TIE BARS @ 30" CTS.
80750  VARIES | 5510 (COST OF SAW CUT AND TIE BAR INCLUDED WITH PCC PAVEMENT)
! 4 LONGITUDINAL CONSTRUCTION JOINT WITH DRILL AND GROUT EPOXY COATED
122 RT LANE | VARIES 24 18 |24 VARIES . 10° .2 @ voxaa” TIE BARS @ 24" CTS
7 A E] 7 4 X ! -
STA 179+47 | O 10 12 LANDSCAPED VEDTAN o s |
TO 184+04 [ (COST OF TIE BARS AND PLACEMENT INCLUDED WITH PCC PAVEMENT)
4 ’ § | 2B EPOXY COATED *6x24" TIE BARS @ 24“ CTS.
‘ PLGL _legi. | | (COST OF TIE BARS AND PLACEMENT INCLUDED WITH PCC PAVEMENT)
| ' (26) PAVEMENT REMOVAL (14" AVG.)
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“— FURNISH AND PLACE TOPSOIL, 18"

Excellence through Ownership

PROPOSED ORCHARD ROAD : ACGREGATE 200 West Front Strest
STA. 182421.38 TO 190+47.48 TYPE B Viheaton, 1 80157 scaLe: VERT: DRAWN BY: RUN

HORIZ.
DATE: 11/04/05 CHECKED BY: SPF




